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In-Line Filter with Disc or Screen 20mm (3/4”) & 25mm (1”) 

Application: 

Filter suitable for filtration of sand and inorganic particles on drip, micro jets and sprinklers. 

Available with either  a screen or disc filtration system.  

Complete glass reinforced polypropylene construction makes the filter durable to time, solar 

radiation and chemicals. 

Disc Surface Area:  20mm (3/4”) 152cm²  

    25mm (1”) 152cm²  

Disc Discharge:  20mm (3/4”) 66 lpm 

    25mm (1”) 83 lpm 

 

Screen Surface Area: 20mm (3/4”) 90cm²  

    25mm (1”) 90cm² 

Screen Discharge:  20mm (3/4”) 83 lpm 

    25mm (1”) 100 lpm 

Working pressure  600kpa 

Body: PPC, Cartridge PPC, Screen-Spring  INOX. 

 

 

MODELS CODE 
20mm Filter with 120 disc (Red) HR3383-20 

120 mesh element suits HR3383-20 (Red) HR338840-60M 

150 mesh element suits HR3383-20 (Brown) HR338840-80M 

25mm Filter with 120 disc (Red) HR3383-25 

120 mesh disc suits HR3383-25 (Red) HR338325-120D 

120 mesh filter suits HR3383-25 (Red) HR338325-120M 

150 mesh filter suits HR3383-25 (Brown) HR338325150M 


